ELEKTRISCHE ABISOLIERMASCHINE
ELECTRIC STRIPPING MACHINE

BERI.STRIP.IT

Die neue Abisoliermaschine BERI.STRIP.IT ist gezielt
auf den Bedarf des Anwenders entwickelt worden.

Die Maschine ist universell fir Rundleitungen (bis 5,0
mm AuRen-@) und Flachleitungen (bis 8,0 mm Brei-
te) einsetzbar.

Eine integrierte Ausblasvorrichtung entfernt uner-
wiinschte Kabelreste; die Bearbeitungsdaten von bis
zu 100 Kabeln kénnen gespeichert und abgerufen
werden.

The new stripping machine BERI.STRIP.IT has been
developed specifically to meet the needs of the user.

The machine can be used universally for round
cables [up to 5,0 mm outer - @ (0.2")] and flat
cables [up to 8,0 mm width (0.31")].

An integrated air blow-out removes unwanted
waste; processing data from up to 100 cables can be
stored and recalled.



BESONDERHEITEN ABISOLIEREN

-extrem kurze Litzenanden bearbeitbar (<=2 mm Rundleiter biz 5,0 mm Aulsen - g
baw. <=2.75 mm bei Einsatz von V—Messern} Duerschnitt von 0,15 —4,.0mm’
-Bedienung mit Touch — Screen Flachlaiter biz 8,0 mm Breite
-einfache und selbsterklirends Menifiibrung Abisolisrlings 1,5-20.0 mm
-bizzu 100 Speicharplitze Tailabzug von1,0-20.0mm

- sehir kurze Zykluszeit

-exakte Parallelfibrung der Messerkipfa

-Betrieb mit Disen-, Prismen-, oder Flachabizolier- TecHNIsCcHE DATEN
meassernmaglich

-Masserweachsel blitzschnall ohne Werkzeug

-Sensorausldsung Taktzait ca. 0,35 sak *
- Auflézung Schnitt-& 0,07 mm BxTxH 125x 370220 mm
-Selbstzentrierende Klemmbacken Gewicht ca. 8,9 kg

-Anpressdruck der Klammbacken selbstragulisrend
- Ausblasvorrichtung
-Einlegen der Litzenund Leitungen von cben * 075 -Kabel; Abisalierlange 10,0 mm; Teilabzug 5,0mm

Touchscreen

SPECIAL CHARACTERISTICS STRIPPING
-extremely short stranded wire ends canbe round cables up to 5,0 mm {0.2") cuter - g

processad (< /=% mm resp. 9, 75mm) arosssaction from 0,15-4,0mm?®
- Touch Screen Cperation (0.008"—0.18")
-simple and self-explanatory menu navigation flat cables up to 8 mm (0,31 ) width
-up te 100 memorylocations stripping length 1,5-20,0mm {0.08-0.79")
-exactparallel quide of the blades heads partial stroke 1-20,0mm{0.04"-0.79")

-processing with die —blades, prismaticblades and
flat stripping blades possible

-blade change fast and easywithout tools TecHNIcAL DaTa

-zensor release of the stripping process

-zalf—centring clampingjaws aycle time ca. 0,35 zac *
-self-requlating pressing powsr of the damping jaws  WxD xH 125370220 mm
-air blow—out(toavoidisolation rests) SRR BT R ST
-puttingin the cable from above el ght ca. 8,7 kg

¥ 0,75 - cable; stripping length 10.0 mm; partial soroke 5.0mm
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