ROTATIONS - ABISOLIERMASCHINE
ROTATIONAL STRIPPING MACHINE

AM.ALL.ROUND = AM.ALL.ROUND 400 / 750 und 1000
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Die Am.ALLROUND ist konzipiert fiir den robusten
industriellen Einsatz. Samtliche Unnristarbeiten auf

andere Kabelquerschnitte bzw. Abisolier- und Ab- an:
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Die frei whibare Rotationsdauer des Messerkopfes
variiert zwischen 0,3 bis 3 sek., um optimale Zyklus-
zeitenzu erreichen

Selbstverstandlich ist die Am.ALL RoUND mit samtli-
chen erforderlichen Sicherheitsvorrichtungen aus-
geristet. Die Ubereinstimmung der Maschine mit
der EG-Maschinenrichtlinie wird durch das CE-
Zeichen bestatigt.

VORTEILE UND BESONDERHEITEN

riertyler Messront

The Am.ALLROUND has been produced for daily indus-
trial use. All operating elements are arranged in a logical

d easily accessible way. Any modification for other
cable diameters or stripping and removing lengths can be
casily carried out within seconds.

One can adjust the rotation time of the blade head be-
tween 0,3 and 3 sec. in order to reach optimal cycle
times.

Naturally, the Am. Al Round is equipped with all neces-
sary safety devices according to the EC-Machinery Di-
rective.

ADVANTAGES AND SPECIAL FEATURES
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- Ratationszeit vorwhlbar

rotating time by preliminary selection
- die blades and prismatic blades (special blades)
-LC-Display

- Dusen-und Prismenmesse (Sondermesser)
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TECHNISCHE AUSFUHRUNG

Abisolirlinge (Ganzobzug)  ca.5-160mm
Teisbzug AM.ALLROUND,/400 bis 400 mm
tional i51.000 mm =
Abilerduchmessr a.2-24mm
Zykduszei 25
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TECHNICAL DESIGN

stripping length (total emoving) @.5-160mm

partia ramoual AM.ALLROUND/400  up 10 400 mm
optionally p121.000mm =
sgping lmee a.2-24mm
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Techrische Andarungen sorbehilten

W reserue the ightta make technicl aleratins
Stand 11/013



