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Crimping Technology




EC 65

Einfache Handhabung bed hoher

Flexibilitat.

- Keine Druckluft notwendig

= Einfacher Wechsel der

Crimpgesenke

Mabile Verwendung durch

Tragegriff

- Geringere Energiekosten im
Vergleich zu Druckluftgerdten

- Flexible Anwendung durch eine
groBe Auswahl an Crimpgesenken

- Fositionierhilfen erleichtern das
Crimpen der Kontakte

Electro Crimper

Mit dem Electro Crimper EC 65 kan-
nen eine Vielzahl von verschiedenen
Kontakten wverpresst werden, Der
Pressvorgang wird dber einen Fub-
schalter ausgeldst, Dadurch sind
beide Hande frei zum Einlegen von
Leiter und Kontakt. Ober einen zu-
satzlichen zweistufigen Betriebs-
modus kann der Kontakt vor dem
Crimpvorgang fixiert werden. Dies
erleichtert die Verarbeitung wvon
kemplexen  Crimpkontakten  und
vermeldet Fehlcrimpungen. Der Off-

nungsweg der Gesenke Ist in 5 Stu-
fen einstellbar. Ein Gesenkwechsel
Ist einfach und erfolgt mit wenigen
Handgriffen.

Fiir individuelle Anforderungen fer-
tigen wir Crimpgesenke nach Kun-
denwunsch, Zur Qualitatssicherung
wird auf Anfrage ein Schnittbild des
vercrimpten Kontaktes erstellt.

Easy to operate with high

flexibility.

- No compressed air necessary

- Crimping die easy to change

= Carry handle enables different
work stations

- Lower energy costs compared
to compressed air machines

- Flexible use thanks to a wide
range of crimping dies

- Positioning aids simplify
crimping of contacts

Zubehér: Locator.
Accessories: Locator.

The Electric Crimper EC 65 allows
crimping & wide variety of diffe-
rent contacts. The crimping pro-
cess Is actuated by foot switch.
Both hands are free to insert wire
and contact into the crimping die.
The contact can be retained befo-
re crimping process starks just by
selecting the additional twe-step
operating mode. This simplifies the
precessing of complex crimp con-
tacts and avoids fauity crimps. The
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Gawicht Wedght

width of the opening of the die is
adjustable in 5 steps, The die can
be easily changed with just a few
hand movements.

For individual requirements, we
manufacture  crimping dies  to
customer's specifications. On re-
gquest we create @ sectional view
of the crimped contact for quality
assurance,
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Crimpeinsitze fiir Aderendhiilsen von Rennsteig
Die set fiir wire end sleeves from Rennsteig
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Systemmal 16 mm
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Crimpeinsitze fiir Aderendhiilsen von AWM
Die set fiir wire end sleeves from AWM

AWMA-0.5-1.0L

AWMA-1.5/2.5L

AWMA-4L

AWMA-6L

AWMA-10L

AWMA-16L

AWMA-25L

AWMA-AEH-4x4

AWMA-AEH-HEX4-BA

AWMA-AEH-4K-1.5-10
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AEH 0.5+0,75+1,02 max. 32 mm lang

AEH 1.5+2.52 max. 32 mm lang

AEH 42 max. 32 mm lang

AEH 62 max. 32 mm lang

AEH 10?2 max. 32 mm lang

AEH 162 max. 32 mm lang

AEH 252 max. 32 mm lang

AEH 4% 4 Kammern 12 mm breit
AEH 42 Sechskantpressung mit Dorn

AEH 1,5-10? Vierkantcrimp




