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BENCH-TOP EQUIPMENT FOR
PRODUCING MARKER SLEEVES

Hot Stamp Marker

Legible markings with easy operation

Effecient Production

Wire marker sleeves on-demand

Compact & Reliable

Useful for on-site service

CTK CORPORATION



HOTMARKER B20OMI=FC

B Tube feeding & cutting unit

Up to 8 digits of marked sleeves can be fed and cut
automatically.

A1234567 B1234567 C1234567 D1234567 E1234567 F1234567 61234567 H1234567 11234567 J12

A0123330 BU123330 CO123330 00123330 EO1

PVC tubes

TRSOABCO TRS1ABCD  Ti

Heat shrink tubes

S123-A ABC123-B ABC123-C ABC123-D ABC123-E ABCI123-F ABCI23-6 ABC123-M

Marker Labels (long type)

l Applicable for various materials

Large-diameter tubes, Marker Labels (precut type),
Marker Plates (terminal strips), etc.

MOTOR-O1 MOTOR-02 MOTOR-03 MOTOR-04 MOTOR-0S MOTOR-06 MOTOR-07 MOTOR-08

Large diameter tubes

ACV-DO1A ACV-0018 ACV-002A ACV-0028 ACV-003A ACV-0038 ACV-004A ACV-0048

Marker Plates (terminal strips)

B2OOVI=-FC CONSUMABLES
SPECIFICATIONS @®PVC TUBES
Character size 2.4(H) x 2.4(W) mm Inside *Applicable Inside *Applicable
Character pitch 3.0 mm diameter wire sizze diameter wire sizze
Character wheels 8 pcs. ) (mm?) (i) (mm?)
Type of character facet | FLAT 3.0 0.90 4.2
Capital alphabet letters (A - 2), 3.2 4.5 3.50
Clhiaties o g e Numerals (0 - 9), signs ( + - / .) and a blank space. 3.5 1.25 5.0
For marking, automatic feeding & cutting : 3.6 55
Soft flexible PVC tubing, outside diameter 2.0 2.00 5.0 5.50
3.0mm - 7.0mm, wall thickness 0.4 — 0.5mm : :

*The information on applicable wire size is provided only as a rough standard.

@MARKER LABELS

Marker Labels of long type (LW-100, etc.)
For marking only:

Applicable materials

Soft flexible PVC tubing & heat shrink tubing,
outside diameter 3.0mm — 35.0mm, Size of each WHITE SILVER
wall thickness 0.3mm and larger. label (mm)
Marker Labels of precut type (TW-20, etc.) (Max. Digits) PVC PET PET
Cutting mode Partial cut or complete cut is possible. 6 x 17 (5 digits) TW-17 PETWO0617 PETS0617
110-125V models : —
e e 110-125VAC, 50/60Hz, single phase 6 x 20 (6 digits) TW-20 PETWO0620 PETS0620
220-240V models : . 6 x 23 (7 digits) TW-23 PETW0623 PETS0623
S 220-240VAC, 50/60Hz, single phase 6x 26 (8 digits) | TW-26 PETW0626 PETS0626
Dimensions 290 (W) x 290 (D) x 325 (H) mm 6 x 30M
Weight 11.5 kgs (incl. Carrying case) (long type) LW-100 PETW0699 PETS0699
PRECAUTIONS TO AR Before using the machine, be sure to read the instruction
ENSURE SAFETY manuals and understand the proper usage of the machine.

Actual color of the products may look slightly different to the photographs in this leaflet.
The information contained in this leaflet, specifications and external appearance of products are subject to change without notice.

MANUFACTURER

CTK CORPORATION
1-7-17, Kandaizumi-cho,
Chiyoda-ku, Tokyo 101-0024
Japan

Tel: +81-3-3861-5610

Fax: +81-3-3861-5880
http://www.hotmarker.co.jp
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