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Laser Engraver 

GY-320 

 

 
 

Technical information: 

 

 Laser Type: CO2 Gas 

 Tube Trigger Volt: 20 kV 

 Tube Operating Volt: 15 kV 

 Current: 18~22 mA      

 Engraving Area: 300 x 200 mm) 

 Maximum Item Size to Engrave: 260 mm W x 180 mm L x 72 mm. 
 Laser Tube (life hours): 1000-1300 hours 

 Laser Power: 40 W 

 Engraving Speed: 0-180 mm/s  (0-7 in./s) 

 Cutting Speed: 0-18 mm/s (0-0.7 in./s) 

 Minimum Shaping Character: 1 X 1 mm (0.04 X0.04)in. 

 Resolution Ratio: 0.026 mm / 0.001 in.  (1000dpi) 

 Power Supply:110V/50Hz for USA, Canada, Japan etc. 

 220V~250 V /50z for other countries all over the world. 

 Please tell us what voltage you want after you buy this item. 

 Resetting Positioning: ≤0.01 mm (0.0004 in.) 

 Motor Type: Stepper Motor 

 



AWM Weidner 
Kettemerstr. 25   D-70794 Filderstadt 
Tel.: 0711 7009503   Fax. 0711 7009504 
info@awm-weidner.de     www.awm-weidner.de  
 

 Software Supported: We offer you two software Coreldraw and LaserCRW.   

 Coreldraw is used to carve and cut and LaserCRW is used to carve the seal.   

Power Consumption: ≤500 W 

 Operating Temperature: 32-113 F (0-45 C) 

 Graphic Format Supported: PLT/DXF/BMP/JPG/GIF/PGN/TIF 

 Water Cooling: Water Pump include 

 Recommended Spare Parts/Consumables: Laser Tube, Focal lens, Reflection lens 

 Product Dimensions:31.4 X 19.6 X 9.8in.(800 x 500 x 250mm) 

 Weight 45 kg 

 One year warranty 

  

Applicable Material: 
The Computerized Mini Laser Engraving and Cutting Machine is suitable for various materials,  

such as bamboo piece, double-color planks, boulder, horns, leather, crystal, wood, organic plastic,  

abrics, paper ,film, canvas , Acrylic, Plastics and painted/coated metals  

(metals that are not coated or painted will require a LMM spray). 

  

Applicable Industry: 
This machine is suitable to seal engraving, advertisement, art gift, garment, leather, toy,  

building upholster, computerized embroidery, packing and printing, paper product, garments sampling,  

large width tailoring, , shoemaking,  furniture , model industry, craftwork  and other industies. 

  

Here is the Cutting parameter table: 

  

Cutting all kinds of material thickness (mm): 

Material thickness (mm) 40w Laser 50W Laser 60W Laser 

Acrylic 0-3mm 0-5mm 10mm 

Plywood 0-2mm 0-4mm 7-8mm 

Density board 0-2mm 0-4mm 4-5mm 

Solid wood 0-3mm 0-5mm 7mm 

PVC 0-3mm 0-5mm 7mm 

Cortical 0-2mm 0-3mm 4mm 

Leather 0-2mm 0-4mm 5mm 

Non-woven fabric, felt, 0-2mm 0-3mm 5mm 

Paper products 0-2mm 0-3mm 5mm 

Double color plate 0-2mm 0-3mm 5mm 

PET 0-1mm 0-2mn 4mm 

 

 


