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2000SE Version 1000 Loch 

Bauteileschneide- und Biegegerät 

  
Order code Cutting capacity 

comp/h 
Holes diameter  Ø 

mm 
Eyelet diameter Ø 

mm 
Weight 

(gr) 
Dimensions 

2000SE 1000 HOLES 

VERSION 
1300-1800 1.2 1.0 10.0 200x280x95 

 

     

      

Das 2000SE 1000 Loch Version ist ein pneumatisches Gerät zum Schneiden und Biegen von Bauteilen 

(Standardhöhe 3mm) in loser Form. 2000SE 1000 Loch ist ausgerüstet mit einer Schneideplatte.  

(1.5 mm Höhe).  

Lochdurchmesser: 1.2 mm 

Augendurchmesser: 1.0 mm 

Folgende Formplatten sind verfügbar: 

PREF A - TO 18             

PREF A - TO 18: It forms 

and cuts 2.54 pitch 

transistors. It is possible 

to increase the D measure 

by spacing the MTA mask  

 

* The “c” value is referred 

to boards of 1.5mm 

thickness 

  

Order code a (mm) b (mm) c* (mm) d(mm) 

PREF A - TO 18 2.54 1.27 1.40 4.00 
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PREF A5 - TO 39 - TO5             

PREF A5 - TO 39/TO5: 

It forms and cuts 5.08 

pitch transistors. It is 

possible to increase the D 

measure by spacing the 

MTA5 mask  

 

* The “c” value is referred 

to boards of 1.5mm 

thickness 

  

Order code a (mm) b (mm) c* (mm) d(mm) 

PREF A5 - TO 39 5.08 2.54 1.40 

4.00 

 

 

PREF B - LED             

PREF B - LED: It forms 

and cuts 2.54 pitch led 

with the MLD mask, or 

5.08 pitch led with the 

MCC mask. It is possible 

to increase the D measure 

by spacing the MLD or the 

MCC masks  

 

* The “c” value is referred 

to boards of 1.5mm 

thickness 

  

Order code a (mm) c* (mm) d (mm) f (mm) 

PREF B - LED 2.54 - 5.08 1.40 short side 3.50 0.60 
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PREF C - CAPACITOR             

PREF C-CAPACITOR: It 

forms and cuts the leds of 

5.08 pitch capacitors. It is 

possible to increase the D 

measure by spacing the 

MCC mask  

 

* The “c” value is referred 

to boards of 1.5mm 

thickness 

  

Order code a (mm) c* (mm) d (mm)   

PREF C-CAPACITOR    5.08 2.00 3.50   

PREF D - LED/CAPACITOR               

PREF D-

LED/CAPACITOR For 

cutting leds and 

capacitors when polarity 

needs to be distinguished. 

It is possible to increase 

the C measure by spacing 

the MTC mask 

 

* The “c” value is referred 

to boards of 1.5mm 

thickness 

  

Order code a (mm) c* (mm) d (mm)   

PREF D-LED/CAPACITOR    2.54 1.50-4.50 0.6 
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PREF E - TO220             

PREF E-TO220: It forms 

and cuts the leds of TO 

220 components. It is 

possible to increase the D 

and the G measures by 

spacing the MTA5 mask  

 

* The “c” value is referred 

to boards of 1.5mm 

thickness 

  

Order code c* (mm) d (mm) k (mm) g (mm) 

PREF E-TO220 1.50 4.00 2.54 7.00 

PREF F - TO220             

PREF F - TO220: It 

forms at 90°angle and 

cuts the leds of TO 220 

components, leds and 

capacitors. It is possible 

to increase the I measure 

by spacing the MTA5 

mask  

 

* The “c” value is referred 

to boards of 1.5mm 

thickness 

  

Order code c* (mm) i (mm) k (mm)   

PREF F - TO220 1.50 2.50 2.54 
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PREF G - OSCILLATOR             

PREF G-OSCILLATOR: It 

forms and cuts oscillators. 

It is possible to increase 

the D measure by spacing 

the MTA4 mask  

 

* The “c” value is referred 

to boards of 1.5mm 

thickness 

  

Order code a (mm) c* (mm) d (mm)   

PREF G-OSCILLATOR  5.08-7.62 1.50 4.00   

PREF H - TO220 / CAPACITOR/LED              

PREF H - TO220 / 

CAPACITOR/LED: It 

forms and cuts TO220 

components, leds and 

capacitors. It is possible 

to increase the D measure 

by spacing the MTA5 

mask (for TO220), the 

MCC mask (for 

capacitors), the MLD 

mask (for leds).  

 

* The “c” value is referred 

to boards of 1.5mm 

thickness 

  

Order code a (mm) c* (mm) d (mm)   

PREF H - TO220 / CAPACITOR/LED TO 220 conden led 1.40 4.00 
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PREF I - TO220              

PREF I - TO220: Special 

forming mask for the 

forming of TO 220 and TO 

247. 2.54mm pitch of the 

central lead.  

  

Order code a (mm) b (mm)     

PREF I - TO220 2.54 3.00     

PREF M - TO220             

PREF M-TO220: Special forming 

mask for the forming of TO 220. 

2.54mm shift of the centre 

lead                               

* The “c” value is referred to boards 

of 1.5mm thickness 

Order code a (mm) b (mm) c* (mm) d (mm) 

PREF M-TO220 2.54 3.00 2.00 7.50 

PREF P - LED OR CAPACITOR             

PREF P - LED OR CAPACITOR: It 

forms and cuts leds and capacitors, 

2.54 pitch with mask or 5.08 pitch 

with MCC03 mask 

  

* The “c” value is referred to boards 

of 1.5mm thickness 

Order code a (mm) c* (mm)     

PREF P - LED OR CAPACITOR    2.54-5.08 1.50 
  

 


