
AWM Weidner 
Kettemerstr. 25   D-70794 Filderstadt 

Tel.: 0711 7009503   Fax. 0711 7009504 

info@awm-weidner.de     www.awm-weidner.de  
 

Universal Cutting Automat Type C 094 

for taped radial components 

 

Component forms 

 

  

 

 similar forms on inquiry 

   

Specification 
 

- dimensions 500 x 400 x 500 mm 

- weight approx. 20 kg 

- electrical 230 V / 50 Hz / 110 W  

- control Siemens SPS "LOGO"  

- pneumatic 6 bar 

- pitch min: 2,5 mm, max.: form dependend 

- tape holepitch 12,7 mm and 15 mm 

- lead Ø 0,4 to 0,8 mm 

- components taped 

- delivery reel or ammopack 

- rate max. 4.000 pcs/hr 

. 
 

Description: 

The C-094 was specifically designed for an efficient way of cutting radial 
taped components. Additionally, the system can be configured for 90° 
bending or forming of radial components. (For bending and forming 
specifications please contact us). 

Because the C094 only accepts components on tape, either reeled or ammo 
pack formats are acceptable. Also because of its flexibility, the C094 allows 
the processing of components taped on 12.7 mm and 15 mm spacing by 
using easy to change tape guides and tools. 
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Options: 
electronic counter, which cuts off the Automat automatically when the pre-
defined number of items is reached. 

 


