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DIAPART 82OO 
 

 
 

Technical data:  
 

Machine: DIAPART 81OO DIAPART 82OO 

Area of application: for smaller format panels for panels up to 320 mm,  
more on request 

Spindle performance: 100 Watts (commutator motor) 300 Watts (SF spindle) 

Speed: 20000 min-1 5000 - 50000 min-1 

Collet chuck: standard 3 mm standard 3 mm 

Milling width: 1.0 - 3.0 mm 1.0 - 3.0 mm 

Clamping: manual with wrench pneumatic with pushbutton 

Traversing path: 320 mm parallel feed 320 mm slide table 

Comp. air supply: not required special integrated compressor 

Panel height: max. 12 mm max. 12 mm 

Dimensions (WxHxD):¹) 800 x 410 x 665 mm 800 x 410 x 665 mm 

Weight: ca. 35 kg ca. 42 kg 

Connected load: 230V / 50Hz 230V / 50Hz 

Noise level: idling ca. 74 dbA  
cutting ca. 79 dbA 

idling ca. 74 dbA  
cutting ca. 79 dbA 

ESD-Protection: earth connection for  
wrist joint band 

earth connection for  
wrist joint band 

 
¹) Machine dimensions with suction arm  
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Application: 
 
Cutting pre-milled panel PCB's, SMD or conventional, with fittings on one or 
both sides. Perfect functional panel cutting system free of disadvantages and 
side-affects of previous methods.  
 
Function: 
 
Removal of panel connection roots with diamond-toothed millers and indexed 
guidance system.  
 
Advantages:  

• High cutting performance, 2 - 5 roots per second (depending on panel 
thickness) 

• Smooth milled outer edge 
• High dimensional accuracy of cut-off LTP panels 
• No damage to components caused by mechanical forces  
• Slide table permits rational handling (8200) 
• No setup time - ready for operation in 30 seconds 
• Efficient dust extraction via air conveyor chambers flat extraction nozzle 

 


