
Crimp System Pliers   
for crimping solar connectors

  in a plastic case with service tools
  for solder-free electrical connections
   optimum transmission of force due to lever  

action for fatigue-reduced operation
   these tools have been set precisely  

(calibrated) in the factory
  head burnished, ergonomically shaped plastic handles
  length 200 mm, weight 970 g

 Article-No.
EAN -Code 
4003773- Range of Application Capacity mm2 AWG g

 97 49 62 063179 solar connectors H+S  
(Huber + Suhner) 2.5 / 4.0 13 / 11 35

 97 49 63 066675 solar connectors H+S  
(Huber + Suhner) 4.0 / 6.0 11 / 10 35

97 49 65 066682 solar connectors MC3 
(Multi-Contact) 2.5 / 4.0 / 6.0 13 / 11 / 10 35

97 49 65 1 066729 locator for 97 49 65 80

97 49 66 066699 solar connectors MC4 
(Multi-Contact) 2.5 / 4.0 / 6.0 13 / 11 / 10 35

97 49 66 1 066736 locator for 97 49 66 70

97 49 67 066705 solar connectors  
SunCon (Hirschmann) 2.5 / 4.0 / 6.0 13 / 11 / 10 35

97 49 68 066712 solar connectors  
Solarlok (Tyco)

1.5 / 2.5 
4.0 / 6.0

15 / 13 
11 / 10 35

97 49 68 1 066743 locator for 97 49 68 70

Crimp dies and locators to be ordered separately 

97 43 200 
EAN-Code: 4003773030812

Registered trademarks: 
MC® = Multi-Contact AG 
Solarlok® = Tyco Electronics     

        Tyco
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  Multi-Contact  
 Huber + Suhner  
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